
MVE LAB SERIES COMPARISON 

MVE Lab Series Dewars 

The Lab Series Cryogenic Liquid Dewars from MVE, the leading global manufacturer of vacuum insulated products 
and cryogenic systems, are designed for efficient storage of liquid nitrogen for use in animal breeding facilities, 
laboratories, and medical facilities worldwide. 

This high-efficiency, insulated Lab Series dewars are the most convenient, economical way to store and dispense 
liquid nitrogen. These units can be fitted with pouring spouts, pressurized dispensing devices, or dippers to aid in 
the transfer of liquid nitrogen. 

Principal Features 

• Designed for efficient storage of liquid nitrogen
• Versatile package and sizes customize dispensing to your requirements
• Low liquid nitrogen consumption
• Convenient, lightweight package
• 2-year parts warranty
• 5-year vacuum warranty

SPECIFICATIONS 

Model Unit Lab 5 YDS-6L Lab 10 YDS-10L Lab 20 YDS-20L 

Capacity L 5.0 6.0 10.0 10.0 20.0 20.0 

Empty Weight lb. (kg) 8 (4) 11 (5.0) 12 (5.4) 13.6 (6.2) 19 (9) 24.7 (11.2) 

Neck Diameter in. (mm) 2.18 (55.4) 1.9 (50) 2.18 (55.4) 1.9 (50) 2.18 (55.4) 1.9 (50) 

Outer Diameter in. (mm) 8.8 (222) 11.2 (287) 10.3 (260) 11.9 (303) 14.5 (368) 16.1 (409) 

Height in. (mm) 18.2 (462) 17.1 (435) 21.5 (546) 20.8 (530) 24.5 (622) 25.6 (650) 

Static Evaporation Rate L/day 0.15 .12 0.18 .10 0.18 0.10 

SPECIFICATIONS 

Model Unit Lab 30 YDS-30L Lab 47 YDS-35L Lab 50 YDS-50L 

Capacity L 32.0 31.5 47.0 35.5 50.0 50.0 

Empty Weight lb. (kg) 25 (11.4) 28.4 (12.9) 42 (19) 30.4 (13.8) 31 (14) 46.5 (21.1) 

Neck Diameter in. (mm) 2.5 (64) 1.9 (50) 5.0 (127) 1.9 (50) 2.5 (64) 1.9 (50) 

Outer Diameter in. (mm) 17.0 (432) 17.5 (446) 20.0 (508) 18.6 (473) 17.0 (432) 19.6 (500) 

Height in. (mm) 24.0 (610) 26.3 (670) 26.5 (673) 26.7 (680) 30.5 (775) 31.7 (805) 

Static Evaporation Rate L/day 0.22 0.10 .39 .11 0.49 0.20 
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MVE YDS-L Features 
 

 

 

Tank Features 
 

 

A Durable composite lid design 

 
B High strength neck tube reduces liquid nitrogen loss 

 

 
C Strong, lightweight aluminum construction 

 

 
D Advanced chemical vacuum retention system 

 

 
E Liquid Nitrogen Reservoir 

 
 

 
 
 

 

 

Quality is in our DNA. All our global factories are ISO 
13485 certified. 

 

 

Designed to fit your needs, by our experts in New 
Prague, Minnesota - USA 

 

 
Specifically engineered for farm use to perform in the 

most challenging conditions 

 

 

5-year vacuum warranty 

2-year parts warranty 

 

 

MVE Biological Solutions - Americas 
+1-844-683-2796 
customerservice.usa@mvebio.com 
breeders.cs@mvebio.com 

MVE Tech Service 

techservice@mvebio.com 

MVE Biological Solutions EMEA 
+44 7718 488236 

customerservice.europe@mvebio.com 

MVE Biological Solutions - Asia 
Customer Services: =86 28 6572 9660 
Jessy Yang - Direct: 86 28 6572 9668 
China: customerservice.china@mvebio.com 
Asia: csasia@mvebio.com 

 
 
 
 
Visit www.mvebio.com for more information. 
© 2022 MVE Biological Solutions reserves the right to discontinue its products, or change the prices, materials, 

equipment, quality, descriptions, specifications and/or processes to its products at any time without prior notice and 

with no further obligation or consequence. All rights not expressly stated herein are reserved by us, as applicable. 
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